


130 WATT

Cell Paly-crystalline silican 59.02" x 26.06" x 1.81"

No. of Cells and Connections 36 in series PR RH R CLASEMDI % So2imet X AGmin)
Open Circuit Voltage (Voc) 21.9v idalll | e ln 8.0

Maximum Power Voltage (Vpm) 17.4V Size of Carton ?f 5‘;14:;:2?;3;;?(25‘ S
Short Circuit Current (Isc) 8.24 Packing Configuration 3§ B8 arton

Maximum Power Current (Ipm) 7.58

Maximum Power (Pm)* 130W (+10% /-5%)

Minimum Power (Pm)* 123.5W (+10% / -5%)

Module Efficiency tnm} el Operating Temperature (min to max, "F/°C) -40 to 194°F /-40 to +90°C
fTE Rining OVT* s Storage Temperature (min to max, "F/C) 40 t0 194°F / -40 to +90°C
Maximum System Voltage 600Y

Series Fuse Rating 15A

Type of Output Terminal Junction Box

* (STC) Standard Test Conditions: 25°C, 1 kW/m?, AM 1.5
** (PTC) Pacific Test Conditions: 20°C, 1 kW/m?®, AM 1.5, 1m/s wind speed
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Design and specifications are subject to change without notice.

Sharp is a registered trademark of Sharp Corporation. All other trademarks are property of their respective owners.
Sharp takes no responsibility for any defects that may occur in equipment using any Sharp devices.
Contact Sharp to obtain the latest product manuals before using any Sharp device.

l 4 )
Cover photo: Solar installation by Direct Power and Water, Albuquerque, NM "
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